L.E.D. Conversion for 
MiniMag® AAA & AA 
Flashlights 

MicroStarl™ Model TLG-IO 


Patents Pending 

• Superbright 20 Lumen Output 

• Five Times More Light Than Regular Bulb 

• Extends Battery Life 6 times 

• Nearly Unbreakable 

• 100,000 hour Rated LED Life 

• Works in 2 AAA & 2AA Mag Instruments® MiniMag® 

• Retains Focusing Ability of MiniMag® 

• Pure White Light 

• Exclusive TerraLUX LED Light Engine® 

TerraLUX Is no! affiliated with Hag Inatrunienl Inc.. whlcn owns the Moglite® and Mini Magllto® 
trademarks and tho trademark shape, style and overall appearance of the Mini Magllton flashlight. 
Mag Instruments trademarks arc used hero only to identify tho flashlight with which TorraLUXlS 
Intends its upgrade to work. Tho TerraLUX Light Engine® Is not made, endorsed or sponsored by 
Mag Instruments® 


INSTRUCTIONS 

1. Unscrew head of flashlight and 
remove old bulb. 

2. Separate/unscrew head into two 
pieces and remove old reflector 

3. Place new reflector into 
head (small reflector is for two 
AAA MiniMag, large for two AA 
MiniMag) 

4. Insert LED bulb replacement; if it 
does not immediately light, remove, 
rotate a half-circle and re-install. 

5. Replace flashlight head. For Mag 
Instruments flashlights, tightening 
the head will shut off the flashlight. 

DO NOT OVERTIGHTEN HEAD 

OF FLASHLIGHT. 
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TerraLUX Inc.. PO Box 19344, Boulder, 
CO 80308 
One Year Limited Warrantee 


